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B. Procedure 

Follow this procedure to seal joints and cracks: 

1.  Place the prepackaged sealant mixture in the field installation equipment.  
2.  Heat the sealant mixture for the proper time and temperature to provide a full reaction between the asphalt and 

rubber. 
3.  Apply the mixture at the specified application temperature according to the manufacturer’s recommendations or the 

laboratory’s approval. 
4.  Carefully fill the joint or cracks, slightly overfull. Strike off the excess with a V-shaped squeegee to feather the 

sealant out to a width of approximately 2 in (50 mm). 

407.3.06 Quality Acceptance 
If the packaged units are bonded or stuck together or to the shipping container, or if packaging staples or fasteners cause 
sealant contamination, the material may be rejected as determined by the Engineer. 

The manufacturer must meet the requirements of this Specification and furnish evidence of successful field installation and 
performance under similar environmental and project conditions. 

407.3.07 Contractor Warranty and Maintenance 
General Provisions 101 through 150. 

407.4 Measurement 
Joints and cracks will be measured by the linear foot (meter) by surface measure. 

407.4.01 Limits 
General Provisions 101 through 150. 

407.5 Payment 
Joints and cracks sealed according to the Plans and this Specification will be paid for at the Contract Unit Price bid. 

Payment is full compensation for furnishing all materials and performing the work. 

Payment will be made under: 

Item No. 407 Polymer-modified asphalt –rubber joint and crack seal Per linear foot (meter) 

Item No. 407 Asphalt-rubber joint and crack seal, type “S” Per linear foot (meter) 

Item No. 407 Asphalt-rubber joint and crack seal, type “M” Per linear foot (meter) 

407.5.01 Adjustments 
General Provisions 101 through 150. 

Section 408—Joint and Crack Cleaning and Seal 

408.1 General Description 
Specifications for this work will be included elsewhere in the Contract. 

Section 411—Asphaltic Concrete Pavement, Partial Removal 

411.1 General Description 
This work includes removing portions of existing asphaltic concrete pavement, removing base and subgrade as shown on the 
Plans or as directed by the Engineer, and sawing joints in the existing asphaltic concrete pavement. 

411.1.01 Definitions 
General Provisions 101 through 150. 

411.1.01 


